
    Installation Instructions for
1999-2004 Ford Mustang V6 3.8L
                Part # TK3849 Parts Included:

•1- MAC 2½" Y-Pipe
•2- MAC 2½" Muffler Sections
•2- MAC 2½" Down Tubes
•2- MAC 3" Stainless Steel Tips
•2- Exhaust Clamps
•8- 7/16" Studs & Nuts

Need to contact us?
Visit us in-line at www.macperformance.com for information on the latest products and updates for your existing
products.
You can also call us at 800-367-4486, fax your request to 951-296-3044 or email tech@macperformance.com.
If you experience problems with any MAC Product, please contact us immediately.  A return authorization number
should be requested for any merchandise being returned.
Thank you for purchasing MAC!

Attention: The use of the factory muffler hanger and passenger side tip hanger from the GT will be needed
to use the MAC Direct Tue Fit® Cat-Back System. Hangers are Not supplied by MAC.

1.   Start by removing the stock cat back system from the factor Y-pipe and the hangers. Note: Spray some
WD-40 onto the rubber hangers for easy removal.
2.   Install the muffler hanger to the passenger side of the vehicle.
3.   Install the tail pipe hanger (tip hanger) on the rear bumper frame rail on the passenger side of the vehicle.
4.   Install the MAC Y-pipe to the factor Y-pipe using the stock nuts. Note: Only finger tighten the two y-pipes.
5.   Install the MAC driver side muffler over the axle and slide into the rubber hangers. Repeat step 5  for the
passenger side.
6.   Attach the MAC mufflers to the MAC Y-pipe using the studs and nuts supplied in hardware kit. Adjust the
MAC exhaust system for proper clearance.
7.   Install the two down tubes to the over the axle section of the MAC system and hand tighten only.
Note: Both of the down tubes are the same (no right & no left).
8.   Install the two exhaust clamps onto the MAC tips and also install the hanger into the tips. Note: Do not
tighten the screws for the slide hangers.
9.   Install the MAC tips onto the MAC down tube and the rubber hangers.
10. Adjust and tighten the MAC muffler and Y-pipe section for the proper clearance over the axle.
11. Adjust and tighten the MAC down tubes and the tips and check all exhaust connections.
12. Start the vehicle and check for any leaks.

Cat-Back Exhaust System

• MAC • 43214 Blackdeer Loop • Temecula, CA 92590 • www.macperformance.com •
    • Local & Tech Support (951)296-3077 • US 800-367-4486 • Fax (951)296-3044 •

POWER by DESIGN™


